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POWERWALL
Super Capacitor Energy Storage Battery

FEATURES

 Super capacitor cell
 Class A Vehicle cell
 Up to 10000 cycles life，
 Integrate BMS
 CAN/485 COMM
 Compatible with multiple inverter communication protocols, customizable
 Ultra thin structure, only 118mm thick
 Simple wall mounting
 Beautiful appearance, suitable for family, villa and other energy storage

SPECIFICATIONS

Model RS48V6.1KWh-PW RS48V9.2KWh-PW RS48V12.3KWh-PW RS48V13.8KWh-PW Remark

Nominal Voltage 51.2V 51.2V 51.2V 51.2V

Nominal Capacity 120Ah 180Ah 240Ah 270Ah Customized

Nominal Energy 6.144KWh 9.22KWh 12.28KWh 13.82KWh Customized

Dimension 550*730*118mm 800*730*118mm 960*730*118mm 1040*730*118mm Customized

Charging Current 100/200A 100/200A 100/200A 100/200A
Pro version is
200ADischarging Current 100/200A 100/200A 100/200A 100/200A

Operating Temp. -20-+65℃ -20-+65℃ -20-+65℃ -20-+65℃

Storage Temp. -20-+40℃
(25%-95%RH)

-20-+40℃
(25%-95%RH)

-20-+40℃
(25%-95%RH)

-20-+40℃
(25%-95%RH)

Weight 50kg 100kg 120kg 130kg

Color White/Black/Red White/Black/Red White/Black/Red White/Black/Red Customized

LCD Display Yes Yes Yes Yes

Cycle Life 10000 10000 10000 10000 (100%DOD-
80%EOL)
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DIMENSION

Unit:mm

ELECTRICAL DIAGRAM
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