
Rika Solar Energy Solution Co., Ltd

www.rikasolar.comPage 1 of 2

Version：V2.0

POWERBANK
LFP Energy Storage Battery

FEATURES

 LiFePO4 cell
 Class A cell
 Up to 3000 cycles life，
 Integrate BMS
 CAN/485 COMM
 Compatible with multiple inverter communication protocols, customizable
 Convenient parallel connection and capacity expansion
 Rack mounted
 Suitable for family, villa and industry and commerce energy storage

SPECIFICATIONS

Model RS48V5.1KWh-PB RS48V7.7KWh-PB RS48V10.2KWh-PB RS48V11.8KWh-PB Remark

Nominal Voltage 51.2V 51.2V 51.2V 51.2V

Nominal Capacity 100Ah 150Ah 200Ah 230Ah Customized

Nominal Energy 5.12KWh 7.68KWh 10.24KWh 11.78KWh Customized

Dimension 442*510*155mm 442*400*311mm 442*680*223mm 442*680*250mm Customized

Charging Current 50A 75A 100A 115A

Discharging Current 50A 75A 100A 115A

Operating Temp. 0-+55℃ 0-+55℃ 0-+55℃ 0-+55℃

Storage Temp. -20-+40℃
(25%-95%RH)

-20-+40℃
(25%-95%RH)

-20-+40℃
(25%-95%RH)

-20-+40℃
(25%-95%RH)

Weight 50kg 76kg 100kg 115kg
4G/GPS/Cloud/Bluetooth
/WIFI Optional Optional Optional Optional Customized

LCD Display Yes Yes Yes Yes

Cycle Life 3000 3000 3000 3000 (100%DOD-
80%EOL)
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DIMENSION

Unit:mm
Dimensions and weight differ slightly for each batch

ELECTRICAL DIAGRAM
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